
> ARC 80/90
luminaires designed for main roads, motorways, dual carriage ways, 
residential roadways and carparks





technicial description

> ARC 80/90

ARC 80 /CLFG.SR          Clear Flat Toughened Glass 

Body Pressure die-cast aluminium

Canopy Pressure die-cast aluminium. Gear and lamp access from the top 
(Automatic power disconnection when canopy opened)

Reflector Faceted optical technology - FOT a computer designed single piece 
aluminium

Enclosure Flat glass, curved glass or a polycarbonate bowl sealed onto the 
reflector for the ARC 80, or flat glass or curved glass for the ARC 90

Mounting Lateral - Ø60mm or vertical Ø60-76mm (adaptors available). Tilt 
angle O0 + 50 + 100 in both post top and side entry

Finishes Body - RAL9007 Silver Standard 
(Alternative colour options on request)

Optic Water Tight IP-66

Windage 0.0600m2 - ARC 80 / 0.0700m2 - ARC 90

ARC 80  /CLCG.SR        Clear Curved Toughened Glass 

ARC  90/CLFG.SR           Clear Flat Toughened Glass ARC 90  /CLCG.SR        Clear Curved Toughened Glass 

Auto Power Disconnection        Standard Toolless Maintenance        StandardGear Access                                        Standard



dimensions and weights

Type LENGTH
mm

WIDTH
mm

HEIGHT
mm

WEIGHT
kg

ARC 80
ARC-80/CLFG.SR
ARC-80/CLCG.SR

670
670

325
325

190
240

7-10
7-10

ARC 90
ARC-90/CLFG.SR
ARC-90/CLCG.SR

775
775

380
380

200
250

11-14
11-14

MH 70
MH 150

GES (E-40)
HPS 100
HPS 150

ARC-80

ES (E-27)
HPS 50
HPS 70

lamps

MH 250
MH 400

ARC-90

GES (E-40)
HPS 150
HPS 250
HPS 400

1543

3086

4628

6171

1

2

Flat Glass               Curved Glass           

150W HPS
Typical Polar 
Curve

Kendelier adheres to all national and international standards with regards to decorative street and amenity lighting (including IEC 60598, AS8771, AS/NZS 1158 etc.)  Our standing within the industry sees us actively participating in the review of these standards and responsible for several improvements, such 
as those in the recently published AS/NZS 1156.0:2004. As a Kendelier customer you can be assured that the products you choose are fully compliant with all relevant standards. All rights reserved. Kendelier Lighting Limited is subject to copyright in its entirety. The contents may not be reproduced in any form, 
either in whole or in part, without written permission from Kendelier Lighting Limited. While every effort has been made to ensure the accuracy of the information in this brochure, the publisher assumes no responsibility for errors or omissions or for any consequences of reliance on this brochure. All specifications 
are subject to change without notice. © Copyright 2009.

kendelier  lighting limited
25 aintree ave
airport oaks 
auckland 
new zealand

nz free 0800 536 335
australia free 1800 553 817

tel +64 9 915 1083
fax +64 9 915 1087

sales@kendelier.co.nz
www.kendelier.co.nz



> AVENUE
luminaires designed for main roads, residential roadways,  
dual carriage ways and carparks



Body Cast aluminium CC601E

Reflector Anodized aluminium

Enclosure Clear acrylic lens or refractor

Mounting Vertical - VESI spigot Ø46mm

Finishes Polyester powder coat to colour of choice  
(Wet paint option available on request)

Optic Water Tight IP-55

Windage 0.173m2  AV-A  / 0.167m2  AV-B

technical description

AV-A/CLAB.SR	 Clear Acrylic Bowl With Street Light Reflector  

AV-A/RF.AS	 Refractor Asymmetrical  

AV-B/CLAB.SR	 Clear Acrylic Bowl With Street Light Reflector  

AV-B/RF.AS	 Refractor Asymmetrical  

> AVENUE

Quick Release Gear       Standard Refractor (RF)                   Option Available





Type DIAMETER
mm

HEIGHT
mm

WEIGHT
kg

AV-A
AV-B

655
720

665
705

10.2
10.5

dimensions and weights

65

130

195

260

1

2

lamps

AV-A AV-B

HPS 50
HPS 70

GES (E-40)
HPS 100
HPS 150

AV-   /CLAB.SR

ES (E-27)

MH 100
MH 150

HPS 70

AV-   /RF.AS

ES (E-27)

MH 70
MH 50
MH 70

GES (E-40)
HPS 100
HPS 150

MH 100
MH 150

150W HPS
Typical Polar 
Curve

Kendelier adheres to all national and international standards with regards to decorative street and amenity lighting (including IEC 60598, AS8771, AS/NZS 1158 etc.)  Our standing within the industry sees us actively participating in the review of these standards and responsible for several improvements, such 
as those in the recently published AS/NZS 1156.0:2004. As a Kendelier customer you can be assured that the products you choose are fully compliant with all relevant standards. All rights reserved. Kendelier Lighting Limited is subject to copyright in its entirety. The contents may not be reproduced in any form, 
either in whole or in part, without written permission from Kendelier Lighting Limited. While every effort has been made to ensure the accuracy of the information in this brochure, the publisher assumes no responsibility for errors or omissions or for any consequences of reliance on this brochure. All specifications 
are subject to change without notice. © Copyright 2009.

kendelier  lighting limited
25 aintree ave
airport oaks 
auckland 
new zealand

nz free 0800 536 335
australia free 1800 553 817

tel +64 9 915 1083
fax +64 9 915 1087

sales@kendelier.co.nz
www.kendelier.co.nz



> CROMWELL
luminaires designed for main roads, residential roadways,  
dual carriage ways and carparks



C-B/RF.AS                          Refractor Asymmetrical

Type DIAMETER
mm

HEIGHT
mm

WEIGHT
kg

C-A
C-B

515
590

455
470

6.3
6.7

Body Cast aluminium with CC601E with translucent 
opal clylinder section

Reflector Anodized aluminium

Enclosure Clear acrylic lens or refractor

Mounting Vertical - VESI spigot Ø46mm

Finishes Polyester powercoat to colour of choice  
(Wet paint option available on request)

Optic Water Tight IP-55

Windage 0.085m2 C-A / 0.083m2 C-B

dimensions and weights

technicial description

lamps

C-A/CLAB.SR                    Clear Acrylic Bowl With Street Light Reflector  

C-A/RF.AS                          Refractor Asymmetrical  

C-B/CLAB.SR                  Clear Acrylic Bowl With Street Light Reflector               

HPS 50
HPS 70

GES (E-40)

HPS 100
HPS 150

C-    /CLAB.SR

MH 50
MH 70
MH 100

HPS 70

C-    /RF.AS

MH 50
MH 70
MH 100

(Remote Gear)
(Remote Gear)

73

147

220

293

1

2

ES (E-27) ES (E-27)

70W HPS
Typical Polar 
Curve

Kendelier adheres to all national and international standards with regards to decorative street and amenity lighting (including IEC 60598, AS8771, AS/NZS 1158 etc.)  Our standing within the industry sees us actively participating in the review of these standards and responsible for several 
improvements, such as those in the recently published AS/NZS 1156.0:2004. As a Kendelier customer you can be assured that the products you choose are fully compliant with all relevant standards. All rights reserved. Kendelier Lighting Limited is subject to copyright in its entirety. The 
contents may not be reproduced in any form, either in whole or in part, without written permission from Kendelier Lighting Limited. While every effort has been made to ensure the accuracy of the information in this brochure, the publisher assumes no responsibility for errors or omissions or 
for any consequences of reliance on this brochure. All specifications are subject to change without notice. © Copyright 2009.

kendelier  lighting limited
25 aintree ave
airport oaks 
auckland 
new zealand

nz free 0800 536 335
australia free 1800 553 817

tel +64 9 915 1083
fax +64 9 915 1087

sales@kendelier.co.nz
www.kendelier.co.nz





Type DIAMETER
mm

HEIGHT
mm

WEIGHT
kg

HMN-A
HMN-B

655
720

680
720

11.2
11.5

dimensions and weights

HMN-A HMN-B

68

135

203

270

1

2

lamps

HPS 50
HPS 70

GES (E-40)
HPS 100
HPS 150

HMN-   /CLAB.SR

ES (E-27)

MH 100
MH 150

HPS 70

HMN-   /RF.AS

ES (E-27)

MH 70
MH 50
MH 70

GES (E-40)
HPS 100
HPS 150

MH 100
MH 150

150W HPS
Typical Polar 
Curve

Kendelier adheres to all national and international standards with regards to decorative street and amenity lighting (including IEC 60598, AS8771, AS/NZS 1158 etc.)  Our standing within the industry sees us actively participating in the review of these standards and responsible for several improvements, such 
as those in the recently published AS/NZS 1156.0:2004. As a Kendelier customer you can be assured that the products you choose are fully compliant with all relevant standards. All rights reserved. Kendelier Lighting Limited is subject to copyright in its entirety. The contents may not be reproduced in any form, 
either in whole or in part, without written permission from Kendelier Lighting Limited. While every effort has been made to ensure the accuracy of the information in this brochure, the publisher assumes no responsibility for errors or omissions or for any consequences of reliance on this brochure. All specifications 
are subject to change without notice. © Copyright 2009.

kendelier  lighting limited
25 aintree ave
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new zealand

nz free 0800 536 335
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