








> DELTA INDIRECT
designed for amenity and area lighting



dimensions and weights

lamps

HPS 70
HPS 150

MH 70
MH 150

DLTI-25/CLTG

Rx7s

Body Pressure die-cast aluminium

Canopy Steel sheet, bottom side painted white

Reflector Symmetrical made from high purity aluminium

Enclosure Toughened glass

Mounting Vertical - Ø 60mm x 100mm

Finishes RAL 9011 Graphite black or forge grey
(alternative colour options on request)

Protection IP-65  IK10

technicial description

Type
A B Ø C D E Ø

WEIGHT
kg

DLTI-25/CLTG 912 589 495 477 78 17

E Ø

B Ø

A

C

D

Kendelier Lighting Limited adheres to all national and international standards with regards to decorative street and amenity lighting (including IEC 60598, AS8771, AS/NZS 1158 etc.)  Our standing within the industry sees us actively participating in the review of these standards and responsible for 
several improvements. As a Kendelier Lighting customer you can be assured that the products you choose are fully compliant with all relevant standards. All rights reserved. Kendelier Lighting Limited is subject to copyright in its entirety. While every effort has been made to ensure the accuracy of 
the information in this brochure, the publisher assumes no responsibility for errors or omissions or for any consequences of reliance on this brochure. All specifications are subject to change without notice. © Copyright 2010.

for more information please visit
www.kendelier.com



> CUMBRE COLUMN
designed for amenity and area lighting



Specify desired colour after the code number: (-GF) Forge grey, (-N) Black
(1) Without ignitor. For lamps with internal ignitor .

Technical Data

- Protection degree IP54 IK10.
- Isolation degree Class I.
- Lighting column formed by  a triangular shaped shaft made from extruded
aluminium and a luminous body with aluminium louvers protecting the inner opal
methacrylate diffuser.
- Inspection door placed at 500mm. from the lower part of the shaft.
- Upper cover made from aluminium alloy, which closes the luminous body and
allows the access to the lampholder support.
- Lampholder support made from a metal structure where 3 x E-27 lampholders
or 4 x 2G11 lampholders are mounted. The support is fully wired and fitted with
plug-in connectors for easy installation and relamping.
- The control gear is assembled on galvanised steel plate, fully wired and fitted
with plug-in connectors for quick connection and easy maintenance.
- E-27 ceramic lampholder for discharging lamps and 2 G 11 thermoplastic
lampholder for fluorescent lamps.
- Outside stainless steel screws.
- The luminaire is finished in high corrosion resistant polyester resins.
- 3 fixing bolts F-433 (M 16 x 500 mm)
- Template to fix the bolts F-PL6.
Available colours:
Black RAL 9011
Forge Grey
Suggestions of use:
The Lighting Column Cumbre is ideal for the urban streets lighting, squares, wide
urban spaces as for example avenues and boulevards, pedestrian ways and
public gardens. It can be installed also combined with the Cumbre Bollard.

B

C

E

F

A

bolt F-433

Template F-PL6

D

IK 10

* F-433 Fixing bolts not included and F-PL6 Template

Urban decorative lighting
Cumbre lighting columns

4000 300 500 220 1000 3000
A B C D E F

Column Cumbre

Lamp W Lampholder Equipment Code Weight (Kg)

M.V 3x80 E-27 YES F-6780-M 55
H.P.S. 3x70 (1) E-27 YES F-6770-S 55
Compact Fluorescent 4x55 2G-11 YES (HF) F-6755-F 48

88

Type A B C D E

CBRC-1.F/OPMT.SY 220 4000 1000 500 300

dimensions

lamps

Column Extruded aluminium. Inspection door 500mm above ground 
level for gear access.

Column Mounting Flange mount (M16 x 500mm bolts)

Reflector Anodized aluminium louvers

Enclosure Opal methacrylate diffuser. Lamp access from the top.

Finishes RAL 9011 Graphite black or forge grey (alternative colour 
options on request)

Protection IP54 IK10

technicial description

Could be used in conjuction with the 
Cumbre Bollard

Loremp Ipsum

Loremp ipsum loremp sim amet seer
seros loremo ser joremp ipsum loremp
sim amet seer seros loremoemp ipsum
loremp sim amet seer seros loremo ser
joremp ipsum loremp sim amet seer
seros loremo

IK 10

F-6608-M         M.V 80W

Urban decorative lighting
Cumbre

92

Specify desired colour after the code number: (-GF) Forge grey, (-N) Black
(1) Without ignitor. For lamps with internal ignitor .

Technical Data

- Protection degree IP54 IK10.
- Isolation degree Class I.
- Lighting column formed by  a triangular shaped shaft made from extruded
aluminium and a luminous body with aluminium louvers protecting the inner opal
methacrylate diffuser.
- Inspection door placed at 500mm. from the lower part of the shaft.
- Upper cover made from aluminium alloy, which closes the luminous body and
allows the access to the lampholder support.
- Lampholder support made from a metal structure where 3 x E-27 lampholders
or 4 x 2G11 lampholders are mounted. The support is fully wired and fitted with
plug-in connectors for easy installation and relamping.
- The control gear is assembled on galvanised steel plate, fully wired and fitted
with plug-in connectors for quick connection and easy maintenance.
- E-27 ceramic lampholder for discharging lamps and 2 G 11 thermoplastic
lampholder for fluorescent lamps.
- Outside stainless steel screws.
- The luminaire is finished in high corrosion resistant polyester resins.
- 3 fixing bolts F-433 (M 16 x 500 mm)
- Template to fix the bolts F-PL6.
Available colours:
Black RAL 9011
Forge Grey
Suggestions of use:
The Lighting Column Cumbre is ideal for the urban streets lighting, squares, wide
urban spaces as for example avenues and boulevards, pedestrian ways and
public gardens. It can be installed also combined with the Cumbre Bollard.
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A

bolt F-433

Template F-PL6

D

IK 10

* F-433 Fixing bolts not included and F-PL6 Template

Urban decorative lighting
Cumbre lighting columns

4000 300 500 220 1000 3000
A B C D E F

Column Cumbre

Lamp W Lampholder Equipment Code Weight (Kg)

M.V 3x80 E-27 YES F-6780-M 55
H.P.S. 3x70 (1) E-27 YES F-6770-S 55
Compact Fluorescent 4x55 2G-11 YES (HF) F-6755-F 48

88
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HPS (3x 70W )

ES (E-27)

FL (4x 55W)
2G11

Kendelier Lighting Limited adheres to all national and international standards with regards to decorative street and amenity lighting (including IEC 60598, AS8771, AS/NZS 1158 etc.)  Our standing within the industry sees us actively participating in the review of these standards and responsible for 
several improvements. As a Kendelier Lighting customer you can be assured that the products you choose are fully compliant with all relevant standards. All rights reserved. Kendelier Lighting Limited is subject to copyright in its entirety. While every effort has been made to ensure the accuracy of 
the information in this brochure, the publisher assumes no responsibility for errors or omissions or for any consequences of reliance on this brochure. All specifications are subject to change without notice. © Copyright 2010.

for more information please visit
www.kendelier.com



> COMMODORE CB8
designed for amenity and area lighting



Body Cast aluminium CC601E

Reflector Anodized aluminium

Enclosure Clear acrylic lens

Mounting Vertical - Ø 76mm standard (optional sizes available)

Finishes Polyester powder coat to colour of choice  
(Wet paint option available on request)

Optic Water Tight IP-65

dimensions and weights

lamps

technicial description

Type WIDTH 
mm

HEIGHT 
mm

WEIGHT
kg

CB8  .25/CLAT.SY 200 450 7.0

CB8-25.  /CLAT.SY

HPS 70
ES (E-27)

MH 70

GES (E-40)
HPS 150

MH 150

Kendelier Lighting Limited adheres to all national and international standards with regards to decorative street and amenity lighting (including IEC 60598, AS8771, AS/NZS 1158 etc.)  Our standing within the industry sees us actively participating in the review of these standards and responsible for 
several improvements. As a Kendelier Lighting customer you can be assured that the products you choose are fully compliant with all relevant standards. All rights reserved. Kendelier Lighting Limited is subject to copyright in its entirety. While every effort has been made to ensure the accuracy of 
the information in this brochure, the publisher assumes no responsibility for errors or omissions or for any consequences of reliance on this brochure. All specifications are subject to change without notice. © Copyright 2010.

for more information please visit
www.kendelier.com



> AURORA
designed for amenity and area lighting



dimensions and weights

lamps

HPS 70
HPS 150

MH 70
MH 150

AUR-25/CLTG

Rx7s

Body Cast aluminium CC601E

Sail Sheet aluminium 5251

Reflector Anodized aluminium

Enclosure Toughened glass

Mounting Vertical - Ø115mm

Finishes Polyester powder coat to colour of choice  
(Wet paint option available on request)

Optic Water Tight IP-65

technicial description

Type A B C WEIGHT
kg

AUR-25/CLTG 1300 1100 600 28.0

A

B C

Kendelier Lighting Limited adheres to all national and international standards with regards to decorative street and amenity lighting (including IEC 60598, AS8771, AS/NZS 1158 etc.)  Our standing within the industry sees us actively participating in the review of these standards and responsible for 
several improvements. As a Kendelier Lighting customer you can be assured that the products you choose are fully compliant with all relevant standards. All rights reserved. Kendelier Lighting Limited is subject to copyright in its entirety. While every effort has been made to ensure the accuracy of 
the information in this brochure, the publisher assumes no responsibility for errors or omissions or for any consequences of reliance on this brochure. All specifications are subject to change without notice. © Copyright 2010.

for more information please visit
www.kendelier.com



> AURI
designed for amenity and area lighting



Type A B C D Ø

ARI-1.F/PFMC-SY 3500 2300 1200 150

Column AISI-316L stainless steel tubing

Column Mounting Flange mount (M16 x 400mm bolts)

Diffuser Transparent methacrylate, with optical 
prismatic film

Protection IP-57

Finishes Satin

dimensions

technicial description

lamps

MH 70W
(PAR-30 40o)

ARI-1.F/PFMC-SY

ES (E-27)

A

C

B

D Ø 

Kendelier Lighting Limited adheres to all national and international standards with regards to decorative street and amenity lighting (including IEC 60598, AS8771, AS/NZS 1158 etc.)  Our standing within the industry sees us actively participating in the review of these standards and responsible for 
several improvements. As a Kendelier Lighting customer you can be assured that the products you choose are fully compliant with all relevant standards. All rights reserved. Kendelier Lighting Limited is subject to copyright in its entirety. While every effort has been made to ensure the accuracy of 
the information in this brochure, the publisher assumes no responsibility for errors or omissions or for any consequences of reliance on this brochure. All specifications are subject to change without notice. © Copyright 2010.

for more information please visit
www.kendelier.com




